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JONES & SHIPMAN ULTRAGRIND cylindrical grinder
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Model

1000-CNC

2000-CNC

Maximum-lenath-between-centres.

1('\{'\!'\ mm

gnnn mm

Centre-heiaht-and-arindina-diameter

180 mm /200

mm--250-mm

gHtaHo-gHtoty

3601400

mm-L500-mm

Grindina-diameter
HReHRg-eHaietel

Max weight between centres 200 kg 500 kg
Max weight on part holder headstock 100 kg **
Max travel of Z axis between centres 1160 mm 2150 mm
Max table speed according to Z axis 15m/ 8 m/min

gt

Clockwise/anticlockwise-table-tilt 11°/16° 32 /5
Dimensions-on-shinpina-{approximate) 16-11 m3 35 47 m3
SHREeRSIoR R-SHHPPRHRg-approxiiate) 4011+ -

Net-weiaht-(apbproximate) 7720 ka 11000 ko
Ne-Welghtapplroxiiate) —-£9-Kg 4+ “g
Gross-weiaht {apnproximate) Q200 ka 13400 ko
¥ Wetghtappt HRate) =~ “g +o4 “<g

X-and Z axes

Control-and-servo-control

Eanuc-digital AC-servo-moton

Heidenhain-50-ranometre

Transverse-axis-control

Ramote-electronic-handwheelincrements.

0.0001/-0.001/0.01/0-1

Minimum-proarammable-incrament-on-axas

n_nnnl mm

VHHEH - Progret et

** High power option available.

Reference : 126
Brand : Jones & Shipman

Specifications

Looking for advice?
Commercial service

N° 0561 78 85 85
service.contact@scomo.fr
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